
HDRC DSP

HDRC® Board Camera

• Standard size ( 32mm x 32mm )
• Ultra high dynamic range color image
• Easy install

Contact

OMRON Automotive Electronics Technology GmbH
STRATEGY MARKETING DIV. e-mail : infos@hdrc.com

Features

The HDRC® Board Camera is a standard size 
board camera with a High Dynamic Range Color 
CMOS imager. The size is 32mm x 32 mm, which 
makes it possible to install into a standard camera 
housing. 

OUTLINE

Key Parameters

• Sensor : HDRC® VGA3 Color
• Activ e Pixels: 640 H x 480 V
• Video Output: NTSC
• Frame Rate: 30 f/s ( @ NTSC) 
• Dynamic Range: 140dB
• Operation Voltage: 4.5V – 18V (12V typ.)
• Power Consumption: 3 W
• Operating Temperature: 0�C to +70�C
• Synchronization scheme: Internal
• Control Interface: Serial Rx/Tx
• Weight: TBD
• Size: 32mm x 32mm x 40mm (incl. lens holder)
• Lens Mount: M12 x 0.5 (Option)
• OMRON Standard Lens: (Option)

•F-Number : F1.8, 
•Field of view : Horizontal angle 50� (@full 
resolution )

• Security Cameras
• Machine Vision
• Other specialties 

Applications
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High Dynamic Range Pictures

Option B ( Small Camera Module )

Option A ( w ith Compact Lens)
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Custom-Order
> 5k/Lot

Custom-Order
> 5k/Lot
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